Integrated water treatment leading up to 90% reduction of
chlorine consumption and disinfection by  -products

Replaces sand in all types of sand filter
Removes more solids and pollutants from water
Reduces chlorine consumption and by-products
Reduce back-wash requirements by up to 50%
Lower pressure differential saves pumping costs

Active Filter Media
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Replaces PAC and other flocculation products

Coagulates and flocculates dissolved organics

Helps AFM and sand to remove crypto oocysts

Removes phosphate and helps prevent bacteria and algae

80% of the load on filters and chlorine are from chemicals in solution
APF turns them into solids for AFM to remove

Available in 5 litre and 20 litre containers
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Active Poly Floc
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Flanges into pipe-work between pumps and filters

APF is injected into the ZPM

Activates and initiates the coagulation reactions

Without a ZPM you will not achieve full coagulation

Chlorine disinfection by-products can be reduced by more than 50%
ZPM units are available from flange sizes DN50 to DN250

Zeta Potential Mixer

NOPHOS

ACO (Active Catalytic Oxidation) designed to provide the same disinfection potential of chlorine
but with no disinfection by-products. ACO may become a viable alternative to chlorine in public pools. —

DRYDEN
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Eliminates phosphate, helping prevent algae and bacterial growth
Available in 1 & 5 litre liquid concentrate or 1kg crystals
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New product in development

Dryden Aqua Ltd, Scotland We provide a free consultancy support service. ch
www.DrydenAqua.com Contact us if you have any questions about A V
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